
 

 

 

Modell RHI-3P8K-HVES-5G 
Art. Nr. 4260-1 

RHI-3P10K-HVES-5G 
Art. Nr. 4260-2 

Nominal Power 8kW 10kW 

PV-Input 

Max. PV-Power 12.8kW 16kW 

Max. Input Voltage 1000V 

Nominal Input Voltage 600V 

Starting Voltage 160V 

MPPT-Voltage-Area 200V – 850V 

Max. Input Current 26A / 13A 26A / 26A 

Max. Short Circuit Current 39A / 19.5A 39A / 39A 

MPPT-Number / Input-Number 2 / 3 2 / 4 

Battery 

Battery type Lithium-Ion 

Battery Voltage Area 160V – 600V 

Max. Charge/Discharge Power 8kW 10kW 

Max. Charge/Discharge Current 25A 

Communication CAN 

AC-Output Grid 

Nominal Output Power 8kW 10kW 

Max. Apparent Output Power 8.8kVA 10kVA 

AC-Connection 3/N/PE 

Nominal Grid Voltage 380V / 400V 

Nominal Grid Frequency 50Hz / 60Hz 

Nominal Grid Output Current 12.2A / 11.6A 15.2A / 14.5A 

Max. Output Current 13.4A 16.7A 

Power factor >0.99 (0.8 leading – 0.8 lagging) 

THDi <2% 

AC-Output Back-Up 

Nominal Output Power 8kW 10kW 

Max. Apparent Output Power 16kVA (60s) 16kVA (60s) 

Back-Up Switch Time <40ms 

Nominal Output Voltage 3/N/PE, 380V / 400V 

Nominal Frequency 50Hz / 60Hz 
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Modell RHI-3P8K-HVES-5G RHI-3P10K-HVES-5G 

Nominal Output Current 12.2A / 11.6A 15.2A / 14.5A 

THDv (@ linear load) <2% 

Efficiency 

Max. Efficiency 98.4% 

EU-Efficiency 97.7% 

MPPT-Efficiency 99.9% 

Charge/Discharge Efficiency 97.5% 

Protection 

Anti-Islanding protection Yes 

Output Overcurrent protection Yes 

Short Circuit protection Yes 
Integrated AFCI / AFDD (DC- 
Arc fault circuit interruption) Yes (Activation Required) 

Integrated DC-Switch Optional 

DC Reverse Polarity protection Yes 

PV-Overvoltage protection Yes 

Battery Reverse protection Yes 

General Data 

Measurement (W x H x D) 535mm x 455mm x 185mm 

Weight 25.1kg 

Topology Transformer less 

Standby-Consumption <15W 

Ambient Temperature -25°C – +60°C 

Relative Humidity 0% – 100% RH 

Protection IP65 

Cooling Natural Convection 

Max. Operating Altitude 4000m 

Standards 

G98 or G99, VDE-AR-N 4105, VDE V 0124, 
EN 50549-1, VDE 0126, UTE C 15, VFR:2019, 

TOR, RD 1699, RD 244, UNE 206006, 
UNE 206007-1, CEI 0-21, C10/11, PEA, MEA,  

NRS 097-2-1, EIFS 2018.2, IEC 62116, 
IEC 61727, IEC 60068, IEC 61683, EN 50530 

Safety-/EMC-standards IEC/EN 62109-1/-2, IEC/EN 61000-6-1/-3 
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Compatible Battery 
Manufacturer Modell 

AOBOET UHOME-LFP 2400/5000 Battery UHOME-LFP 2600 HV 

BYD Battery Box Premium HVS Battery Box Premium HVM 

Dyness Power Rack HV1/HV2/HV3 Tower T7/T10/T14/T17/T21 

FOX HV 2600 

GS ENERGY GBL2.45K3 

PYLONTECH 
H48074 (CEI 0-21) H48050 (CEI 0-21) 

Force H1 (CEI 0-21) Force H2 (CEI 0-21) 

PUREDRIVE Li-HV 

SOLUNA Battery Module 10K Pack HV Battery Module 15K Pack HV 

WECO DUAL VOLTAGE 5K3 LV/HV 
 

Features 

DC-Connection MC4-connector 

AC-Connection Quick Connection Plug 

Display LCD 

Communication RS485, Optional: Wi-Fi, GPRS 
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